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THIS DRAWING IS MESL Microwave Ltd. PROPERTY. IT
MAY NOT BE COPIED OR EXHIBITED WITHOUT MESL Microwave Ltd
3rd ANGLE PROJECTION WRITTEN PERMISSION.
SECURITY CLASSIFICATION %
DRAWING TO BE READ IN CONJUNCTION WITH BS 8888 ~
3,5+05 18,05 B 3,505 7.5 MAX,
228 14520,1 W
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5 NOTE 1. = FREQUENCY RANGE: 1930 to 1990MHz
8 - ISOLATION: 21dB min (23 typ) -
INSERTION LOSS: 0.35dB max (0.25 typ)
- V.SW.R.: 1.22 max (1.15 typ)
REVERSE POWER: 60W
OLES et THAC: PEAK POWER: SOOW
- — T IMD 3 (with 2x40W CW TONES): 70dBc c
SCREW HEAD IN 4-POSNS. 4-POSNS. 6 IN 4-POSNS. ENVIROMENTAL SPECIFICATION:
TERMINATION. OPERATING TEMPERATURE RANGE: -10°C to +80°C
STORAGE TEMPERATURE RANGE: 40°C to +85°C —
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DTE 3 [13.12.07|GEN-ECN-11033
PROD.REL. 2 |19.11.03|GEN-ECN-10137
DATE 1 |24/9/03| DRN 5032
ENGAPP. REF DESCRIPTION | NooFF | cHar. | PosToL] 1ssue| DATE | MopNuUMBER
DATE  |LIGHTLY REMOVE ALL BURRS AND SHARP EDGES U.0O.S. GREEN (Fully Released) | As
24/09/2003[opiGINAL 21 MATERIAL [SPECIFICATION GENERAL TOLERANCE CONTRACTOR SECURITY CLASSIFICATION
MEGH. ENG.|SCALE UNLESS OTHERWISE MESL Microwave Ltd E
DO NOT SCALE PRINT STATED |50y 2768-H
RESPONSIBLE
DATE DIMENSION IN I Symmetry £ 0,05 AuTHORITY J.Gllles, CONTRACTORS DRAWING NUMBER
. mm  ENER : TSPECIFICATION FINISHTOBE %/ p— OUTLINE DRG. FOR 9531-000-0OL
e, [ceaiD BRIGHT NICKEL PACK. DROP-IN ISOLATOR |SERVICE DRAWING NUMBER -
PLATED. UNLESS OTHERWISE
24/9/03 |IESUE | STATED OFF 1




