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SERVICE DRAWING NUMBER :
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- gl g ELECTRICAL SPECIFICATION:
S <
H gl & FREQUENCY RANGE: 824 - 849MHz
g INSERTION LOSS 1-2: 0.2dB max
ISOLATION 2-1 (824 - 849MHz): 23dB min
|| ISOLATION 2-1 (868 - 894MHz): 15dB min
! RETURN LOSS (INPUT / OUTPUT): 23dB min
FORWARD POWER (OPERATING): 2W max
4HOLES 22,85:0,1_ | 55 o mfss REVERSE POWER pfm. Mdruum]fl-lmk 2W max
OUGH PEAK POWER: 10W max
IMD 2 Carriers (869 - 894MHz) Level +20dBm each: 80dBc min
2,55205 25,4015 255505 S R.F. Leakage (No Pins Area) (Probe EMCOB03): -70 dBc (1om Distance)
ENVIROMENTAL SPECIFICATIONS:
OPERATING TEMPERATURE RANGE (@ 85% RH.): -40°C TO +70°C
BE UNII.!..;EﬁFl FLU.IS-HQ 3
NOTES :
: WITH FRONT FACE R2.75 o E § 1. THIS UNIT IS ROHS COMPLIANT BY DESIGN.
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LIGHTLY REMOVE ALL BURRS AND SHARP EDGES U.0.S. GREEN (FULLY RELEASED) | A3
ORIGINAL MATERIAL | SPECIFICATION GENERAL TOLERANCE SECURITY CLASSIFICATION
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DATE Inmmsmm e RESPONSIBLE ). GILLIES CONTRACTORS DRAWING NUMBER
| Symmetry = 0,05| AUTHORITY : 9957-000-OL
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DRAWN 1.8
AB. e BODY: BRIGHT NICKEL PLATED v/ 824-849MHz DROP-IN ISOL. [service orawinG NUMBER SHEET
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